SEE PAVING DETAIL

|_— PENNDOT 2A OR 2RC COMPACTED
IN 8" TO 8" LAYERS TO A MINIMUM
95% COMPACTION

/—SEE PIPE BEDDING/
ENVELOPE DETAIL

EXISTING ROADS

NOT TO SCALE

6" TOPSOIL, RAKE, SEED AND MULCH

/ FINISHED GRADE

-

ﬂw' .

BOROUGH R /W

NOT TO SCALE

SEE PAVING DETAIL

APPROVED CLEAN BACKFILL

MATERIAL COMPACTED IN 6
TO 8" LAYERS TO A MINIMUM
95% COMPACTION

SEE PIPE BEDDING/
ENVELOPE DETAIL

6" TOPSOIL, RAKE, SEED AND MULCH

/ FINISHED GRADE

|_— PENNDOT 2A OR 2RC COMPACTED
IN 6" TO 8" LAYERS TO A MINIMUM
95% COMPACTION

SEE PIPE BEDDING/
ENVELOPE DETAIL

UNPAVED AREAS
WITHIN PUBLIC R/W

NOT TO SCALE

NOTES :

1. TRENCH COMPACTION TO BE TESTED, AT THE DEVELOPERS EXPENSE, IN ACCORDANCE WITH

|_— APPROVED CLEAN BACKFILL

ﬂiw/}

UNPAVED AREAS

OUTSIDE PUBLIC R/W

NOT TO SCALE

PENNDOT PUB 408, AS REQUIRED BY THE AUTHORITY'S ENGINEER.
2. CLEAN FILL MUST BE APPROVED BY THE AUTHORITY'S ENGINEER PRIOR TO PLACEMENT

IN THE TRENCH.

3. AREAS AROUND MANHOLES AND OTHER APPURTENANCES SHALL BE HAND COMPACTED AS

DIRECTED BY THE AUTHORITY’S ENGINEER.

4. SPECIAL CONDITIONS OF HIGHWAY OCCUPANCY PERMIT MAY SUPERCEDE THIS DETAIL.

SEE PIPE BEDDING/
ENVELOPE DETAIL

MATERIAL COMPACTED IN 6"
TO 8" LAYERS TO A MINIMUM
95% COMPACTION

TRENCH BACKFILL
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